CEMB USA

EZ10

A space saving 3D balancer with high-end balancing capabilities; with accuracy
and repeatability. This compact wheel balancer comes with advanced innovative
features such as, 3D wheel measurement with Virtual Sonar, AutoAdaptive and an
electromagnetic brake.
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® LED Screen

® AutoAdaptive™ Mode

® 2D Automatic Gauge

® Ergonomic Design

Standard Accessories
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41FF83148

® Automatic Approach
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® Manual Locking
@® Virtual Sonar
E_ZJO

@® Electromagnetic Brake
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Cones

Rim Width Gauge Weight Hammer

A1 A2 A3 A4
40FF88351 40FF43715 40FF43716 40FF61043 301400425

Manual Locking Kit ‘

Optional Accessories: PROKIT

Pin Plate Adaptor
Manual - 41FFA6478 Pneumatic - 41FFA5298

DIMENSIONS
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PROPLUSKIT = PROKIT + ITEMS BELOW
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Accessory Rack
41FF03151

Oe

40FF43745 40FF52417

2-Piece Truck Cone Kit
41FF86174

Pneumatic Wheel Lift
46FL85170

CONTACT

Power Supply:

Wheel Clamping Type:
Max. Rim Diameter:
Max. Rim Width:

110V, iph
Manual

30” (765 mm)
20” (510 mm)
36”7 (914 mm)
165 Ibs. (75 kg)
270 Ibs. (122 kg)

CEMB USA - BL Systems Inc.
2873 Ramsey Road, Gainesville, GA 30501
(678) 717-1050 - sales@cemb-usa.com
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Max. Tire Diameter:
Max. Wheel Weight:
Shipping Weight:
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