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Welding Hose Reels  |  Welding Hose Assemblies

Part 
Number

Hose I.D. Length End Fittings Pressure Weight
in   mm ft     m in psi    bar lbs     kg

Oxygen-Acetylene (RM grade) Hoses
S600100-2 1/4 6 2 0.61 9/16-18 LH/RH(M/F) 200 14 0.70 0.32
S600100-4 1/4 6 4 1.22 9/16-18 LH/RH(M/F) 200 14 1.12 0.51
S600100-6 1/4 6 6 1.83 9/16-18 LH/RH(M/F) 200 14 1.90 0.86
S601032-2 1/4 6 2 0.61 9/16-18 LH/RH(F) 200 14 0.56 0.25
S601032-4 1/4 6 4 1.22 9/16-18 LH/RH(F) 200 14 1.12 0.51
S601032-6 1/4 6 6 1.83 9/16-18 LH/RH(F) 200 14 1.68 0.76
T-Grade Hoses
S601031-2 1/4 6 2 0.61 9/16-18 LH/RH(F) 200 14 0.70 0.32
S601031-4 1/4 6 4 1.22 9/16-18 LH/RH(F) 200 14 1.12 0.51
S601031-6 1/4 6 6 1.83 9/16-18 LH/RH(F) 200 14 1.90 0.86
601040-6 3/8 10 6 1.83 9/16-18 LH/RH(F) 200 14 2 0.91

Twin Line Welding Inlet Hose Assemblies

Part 
Number

Hose I.D. Length End Fittings Pressure Weight
in   mm ft     m in psi    bar lbs     kg

T-Grade Hoses
S601162-25 1/4 6 25 8 9/16-18 LH(F) 200 14 3 1.4
S601162-50 1/4 6 50 15 9/16-18 LH(F) 200 14 5 2.3
S601163-50 3/8 10 50 15 9/16-18 LH(F) 200 14 6 2.7
S601163-100 3/8 10 100 30 9/16-18 LH(F) 200 14 12 5.4

Single Line Welding Outlet Hose Assemblies

Part 
Number  Inlet Connection Fittings

S300090 Acetylene - B size 9/16 - 18 LH (M) x 1/4" NPT (M) 90°
S300091 Oxygen - B size 9/16 - 18 LH (M) x 1/4" NPT (M) 90°
261371 Oxygen - B size 9/16 - 18 RH (M) x 3/8" NPT (M)
261372 Acetylene - B size 9/16 - 18 LH (M) x 3/8" NPT (M)

Twin Line Welding Outlet Hose Assemblies
Part 

Number
Hose I.D. Length End Fittings Pressure Weight
in   mm ft     m in psi    bar lbs     kg

Oxygen-Acetylene (RM grade) Hoses
601032-25 1/4 6 25 8 9/16-18 LH/RH(F) 200 14 6.5 3.0
601032-50 1/4 6 50 15 9/16-18 LH/RH(F) 200 14 12.1 5.5
601032-60 1/4 6 60 18 9/16-18 LH/RH(F) 200 14 13.3 6.0
601032-100 1/4 6 100 30 9/16-18 LH/RH(F) 200 14 24.2 11
T-Grade Hoses
601031-25 1/4 6 25 8 9/16-18 LH/RH(F) 200 14 6.5 3.0
601031-50 1/4 6 50 15 9/16-18 LH/RH(F) 200 14 12.1 5.5
601031-60 1/4 6 60 18 9/16-18 LH/RH(F) 200 14 14.4 6.5
601031-100 1/4 6 100 30 9/16-18 LH/RH(F) 200 14 24.2 11
601040-50 3/8 10 50 15 9/16-18 LH/RH(F) 200 14 15.5 7
601040-75 3/8 10 75 23 9/16-18 LH/RH(F) 200 14 18 8.2
601040-100 3/8 10 100 30 9/16-18 LH/RH(F) 200 14 23.3 10.6

Advise product to be handled, maximum temperature, and pressure fitting size when ordering. Caution: Be sure working pressure required does not exceed above ratings.

Twin Hose Inlet Connection Fittings

Part 
Number

Hose I.D. Length End Fittings Pressure Weight
in   mm ft     m in psi    bar lbs     kg

T-Grade Hoses
S601162-2 1/4 6 2 0.61 9/16-18 LH(F) 200 14 0.4 0.18
S601162-4 1/4 6 4 1.22 9/16-18 LH(F) 200 14 0.8 0.36
S601162-6 1/4 6 6 1.83 9/16-18 LH(F) 200 14 1.2 0.54
S601163-2 3/8 10 2 0.61 9/16-18 LH(F) 200 14 0.4 0.18
S601163-4 3/8 10 4 1.22 9/16-18 LH(F) 200 14 0.8 0.36
S601163-6 3/8 10 6 1.83 9/16-18 LH(F) 200 14 1.2 0.54

Single Line Welding Inlet Hose Assemblies

NOTE: All single line welding inlet hose assemblies listed include all the 
required adapters to connect to the reel. No additional purchase necessary.
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