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 PROFESSIONAL LIFTING EQUIPMENT

®

PROFESSIONAL LIFTING EQUIPMENT

WHEN SAFETY DEPENDS
ON PERFORMANCE!

INTENDED USE
Fleet garages, agricultural and construction 

maintenance shops where a pin type 

height adjustment column is desired.

HEIGHT

9.5" 15.75"

Low High

38 lbs.

SHIPPING
WEIGHT

3" x 4.5"

SADDLE
SIZE

9" x 9"

BASE
SIZE

3 x 2"

HEIGHT
INTERVALS

CAPACITY
(Each Stand)

5 Ton

MODEL
NUMBER

81205
10.5" 17" 60 lbs.3" x 5"12.5" x 12.5"4 x 1.5"10 Ton81208
18.5" 30" 80 lbs.3" x 5"17" x 17"7 x 1.5"10 Ton81209

81205i
81208i
81209i

28" 47" 106 lbs.3" x 5"16" x 16"10 x 2"10 Ton81210
12" 20" 65 lbs.2.25" x 3.25"10" x 10"3 x 3"25 Ton81225

81210i
81225i

HEIGHT

9.5" 15.75"

Low High

38 lbs.

SHIPPING
WEIGHT

3" x 4.5"

SADDLE
SIZE

9" x 9"

BASE
SIZE

3 x 2"

HEIGHT
INTERVALS

CAPACITY
(Each Stand)

5 Ton

MODEL
NUMBER

81205
10.5" 17" 60 lbs.3" x 5"12.5" x 12.5"4 x 1.5"10 Ton81208
18.5" 30" 80 lbs.3" x 5"17" x 17"7 x 1.5"10 Ton81209

81205i
81208i
81209i

28" 47" 106 lbs.3" x 5"16" x 16"10 x 2"10 Ton81210
12" 20" 65 lbs.2.25" x 3.25"10" x 10"3 x 3"25 Ton81225

81210i
81225i

HEIGHT

9.5" 15.75"

Low High

38 lbs.

SHIPPING
WEIGHT

3" x 4.5"

SADDLE
SIZE

9" x 9"

BASE
SIZE

3 x 2"

HEIGHT
INTERVALS

CAPACITY
(Each Stand)

5 Ton

MODEL
NUMBER

81205
10.5" 17" 60 lbs.3" x 5"12.5" x 12.5"4 x 1.5"10 Ton81208
18.5" 30" 80 lbs.3" x 5"17" x 17"7 x 1.5"10 Ton81209

81205i
81208i
81209i

28" 47" 106 lbs.3" x 5"16" x 16"10 x 2"10 Ton81210
12" 20" 65 lbs.2.25" x 3.25"10" x 10"3 x 3"25 Ton81225

81210i
81225i

10 Ton Capacity
Short Height 
Jack Stands
(Each Stand)

10 Ton Capacity
Medium Height 
Jack Stands
(Each Stand)

10 Ton Capacity
High Height 
Jack Stands
(Each Stand)

81208 81209 81210

IMPORT 81208i IMPORT 81209i IMPORT 81210i

ASSEMBLED
IN U.S.A.

ASSEMBLED
IN U.S.A.

ASSEMBLED
IN U.S.A.

FEATURES
 • Pin type support column adjusts to multiple 
height positions. See specification chart.

 • Pins chamfered for easier insertion 
into positioning holes.

 • Adjustment pin is secured to 
stand to prevent loss.

 • Four legged base made of heavy schedule 
2” diameter pipe for added stability.

 • Large support saddle with locating 
lugs position and center load.


