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910017A, $10018A
FRAOFESSIONAL LIFTING EQUIPMENT AlIR HYDRAULIC PUMP
£2551 Rev A 10/02 For Date Codes Beginning with the Letter "C"

NOTE: Storing the pump in the vertical position may

cause it to lose its prime. f pump loses its prime:

Remove cover,

Remaove relief valve.

Fill chamber with oil.

Replace relief valve. Apply Loctite 545 to threads and

torque to 10-12 ft-Ibs. [14-16 Nm].

5. Replace pump cover. Tighten fasteners according to
torquing sequence on Figure 1, page 2.
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Torgue to 17-19 in-lbs. [3 Nm] - 54
fighten using sequence shawn on
"Gasket Orientation Detail”

Both Sides - 111

The gasketis io be oriented with
this opening in the same corners
as the fill plug on the cover.

Sight glass location - 1,2

on resernvoir
51 — Gasket orientation detail and
cover screw lorguing sequence
121 - Torque to 17-19 in-lbs [2 Nm].
120 - Herns 120 and 121 shown in this view only,
for optional mig. bracket "B" designation.
Figure 1

Repair Parts List for Figure 1

ltem | Part Number |Qty. Description ltem | Part Number | Qty. Description
1 DA12288022 1 | Sight Glass 94 DA4849218 1 |Treadle
2 + B1908503 1 | O-ring g5 DA4236242 2 |Shoulder Screw
50 DC4323900SR | 1 Resenvoir, 2 L, Red 110 DA4296026 1 Model No. Decal
51 * DC4027167 1 Reservoir Gasket, 2 L 111 DA12087026 2 | Decal, Norco, 910017A
54 DA5938028 12 | Hi Lo Screw DA12068026 2 |Decal, Norco, 910018A
S0 DABE25116 1 | Muffler 120 DA5389111 1 Mounting Bracket
g1 DASB90098 1 | Muffler Cover 121 DAS5938028 4 | HilLo Screw
92 DC1523028 2 | Slotted Hex Washer Head Scr.




‘fomuste 15-20 -In. 55,

4 - places)

foroue to 25-30 bdn, tighten 4
uging sequUance shown on
"Gaskal Drenistion Satail

(19 - places)
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Torgue to 15-20 Iin. Tighter using ssguance

{8 - paras}

54 shown on "(askel Crisntatino Detail.

5 1 3
" e [) a
TG'-'( o|7
o o
o a
9 |e olB
-] Q o
g 2 4

Gaskst Orientation Datail amd
FERATVINT HOrI IDIUNG sequanta.
SCALE 14

Figure 2

Repair Parts List for Figure 2

ltem Part Number Qty. Description tem Part Number Gty Description
1 |DA11741025 1_ |2 Gallon reservoir 53 | B1221503 1 | 0-Ring
2 | DA11720037 1 | Reservoir Gasket Top Plate 54 | B2521028 8 | BHC Screw- .250-20x. 75 Ig.
3 |DA11730101 1 |Plale 55 | DC4487028 4 | Capscrew
4 |B2525028 10 |BHC Screw 56 | DC1063108 12 | Sealing Washer
5 |B1015066 14 | Washer, Lock, .250 57 | B1015066 4 | Lock Washer .250
6 _|B1001122 14 | Hex Nut (.250-20) 58 | B1001122 4 | Hex Nut (.250-20)
51 | DA7933167 1| Gasket 110 | DAG197028 4 | Screw
52 | DC460900SR 1 |Intake Tube

* ltems included in pump repair kit PAT1100K.




01/07/2008 MON 13:53 (20047008

Notes:

1. Lubricate seals with moderate amount of DS-ES grease.

2. Apply Loctite 545 on threads, and apply 1012 fi-lbs. [14-16 Nm]
of torque 1o item #6. Set at 10,400 1o 11,000 psi.

3. Apply Loctite 243 on threads and apply 34—41 fi-lbs. [46-55 Nm]
of torgue to iHern #8 and #13

4. Apply one drop of Loctite 242 on threads, and apply 16-18 fi-Ibs.
[22-24 Nm] of torque to item #18

5. tems #24 and #25 are installed finger tight

6. Apply a ':bead of Loctite 243 on threads and apply 38-45 ft-lbs.
of torque to itemn #8.

14 — Sas nois #1

15 — Saz2 note #1

14 — See note #1

13 — See note #3
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See nate #6 — B / 21
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Seancle #2 —6 ; : . 22
/ 23 — See note ?
e | > &¢ note #1
// 'l I
- - -
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R
5 1 {8 — See note #4
- _ }:\ 17 — Bearing 1o be instalied with
N g shamfar to the autside
8" 7 \ 16 — Instalt U-sup with groove

side towards mounting

Seenole #6 — 8 2 1 hraciet.

3 — See note #1
§ — Sham edge 4
! away frorm

maountng bracket

See nots #5 — 53
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See note #5 — 52

SECTION A-A

Figure 3
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Repair Parts List for Figure 3
ltem | Part Number Qty. Description ltem| Part Number Qty. Description
1 DC114030 1 Hyciraulic Cviinder, Turbe 10 K8l 14 | & DA4874367 2 | Backup Ring
2 DA4288108 1 |Washer 15 |4 B1016803 2 | O-ring - Giobal
3 [* B1258503 2 |0-ring 16 |+ CB918041 1 U-cup 10 KSi
4 DAGZ87111 1 [Mounting. Bracket 17 | % CB524108 1 | Bearing 10 KS
(o) DA4343044 1 Bowed Ret. Ring 18 % DA1204044 1 Beszing Retainer 16 K81
4] DABBG2S0GSR 1 Relle! Vaive Assembly 12 |« DAE91121C 1 Conical Sprin
7 |k DA3SI1167 2  |Copper Gaskat 20 DA4285110G 1 | Spring
& DC2ZB32808R 2 |Seat 21 DABE00T108 1 Rubber Washer 10 KSi
8 |x B1007C18 2 /4" Diameter Ball 22 DA4284108 1 Spring Washer, Tuiho, 10 KSI
10| DA4B74110 1 |Conical Spring 23 CB1B204C 1 Piunger, 10 KSI
11 | DA3G82013 2 Ball Guide 24 |4 DC4440 1 Poppet
12 |4 DCIT0167 1 Copper Gasiet 52 DC44228COSH 1 Intake Tube Assembly
13 DC52688R 4 Pressure Tube 1C KSI 53 |+ B1221803 1 0O-Ring Ref. C403503
* Items included as part of Repair Kit: (DC2222800K) Also included in complete Pump Bepair Kit PATG1100K.
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Figure 4, U-cup Installation Tools



See note #4 — 398
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38— See note #2
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34 — See notc #2
33 — Seenote #2
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—~ 31

™~ 30 — See note #1
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44
See nute #3
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Notes:

Seenote #7 — 4

See note #7 — 48

47 —

See nolz #6

1. Apply 20-25 Ib-in [1 Nm] of torque to Item #30.
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note #2 and 7
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. Lubricate seals with a moderate amount of DS-ES

grease.

. Lubricate seal and bore with a light coating of HF100

Hydraulic Fluid.

. Install ltem #39 info tem #40 until firmly seated.
. Install screws in a circular pattern.

Apply 39-55 Ib-in [5 Nm] of torque to ltem #41.
Check torgue of first screw.

. Bend legs on tem #43 to retain clip after assembly.
. After installing the air motor and Hem #47 on the

mounting bracket {not shown), assemble tem #48
and #49 then apply 30-40 lb-in [4 Nm] of torque to

ltern #49.

Figure 5

Repair Parts List for Figure 5

tem| Part Number |Qty. Description ltem| Part Number |OQty. Description

30 |+ DA7085028 1 | Screw - .250-20 Special 38 A1006245 1| 1/46 Flush Plug w/Sealant
31 | * DA3706120 1 | B/U Washer 4 DC2261628 4 | Screw, Torx (.25-20x .751g.)
32 | DC2234051 1 | Piston 42 DC2182099 1 | Bxtension Fitting, Air Motor
33 |+ B1013503 1 | O-ring 43 |+ DAS521149 1 | Retaining Pin

34 |4 B1001503 1 O-ring (.12 x .25 x .06) 44 DA41220518R 1 Air Motor Piston Assembly
35 DC2200900SR 1_| Air Motor, Complete 47 |+ B1282503 1 | O-ring

36 | % B1260503 1 | O-ring 48 DA2687111 2 | Clamp Bracket

37 |+ B1014503 1_| O-ring Ref M760041 49 DA2686299 1_| Hose Clamp

38 | B1009503 4 | O-ring Ref K1041

% ltems included in and available only as part of Repair Kit DC2234900SR.
Also included in complete Pump Repair Kit PATG1100K.
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Install screw until O-Ring
is firmly seated

SECTIONC-C

8B - Apply 17-18 lo-in [2 Nrnj
of torqus

33— CAUTION: Do not attermpt to remove
or piheraize servics the air-switch butten

64
&3

fitemn 73}, Removal will damags the
sealing surfzees moided in the

reservoir cover.

61

88 - Bend clip to retain

Lubricate with Lubriplate DS-ES grease - B0
Lubricate with Lubriplate DS-ES grease - 79

Apply Loctite PST 58241 - 78

=2 U A \
.
i =
|, =
I 19 3
L] i
72
Fa)
70

or Vibraseal to threads.
Apply 15-20 lb-fi [20-27 Nm] of forque.

Fil cap / vent plun

87

of torque

60

] motar assemnbiy,

Aprly Lubr.ipili-_tie Ba0-AA
85

8%

85 -Locking tabs on
retaining ring must be
pointed away from spring

66 - Apply 17-19 Ib-in [2 Nm]

/K.

69 86 - Apply adhesive side of
gasket 1o cover
Figure 6
Repair Parts List for Figure 6
ltem| Part Number | Qty. Description ltem| Part Numbey., Qty. Description
60 DC3814900SR| 1 | Red Caover Assy. (includes 61-87) 73 ‘Eg'“ 1 [ Air Button
61 DA5295034 1 | Swivel Coupler 77 DA4871118 1 | Breather
62 * AB8001018SR 1 | Filter 78 A1008245 1 | 3/8 Flush Plug W/Sealant
63 DA4847799 1 | Stamped Bracket 79 | *DA5348503 1__ | O-ring {Wear Coated)
64 DA5026349 1 | Ret. Ring 80 | %B1010503 1 |O-ring
65 | ¥B1220503 1_| O-ring Ref. B839503 81 DC708440 1 |Poppet
66 DA50938028 6 | Hi Lo Screw 82 US72038026-2 | 1 |Breather Vent Decal
67 U972038026-3 | 1 | Air Tool Qil Decal 83 B1224503 1 |O-ring Ref J711041
68 DA7931026 1 | Caution Decal 84 DC821110 1 | Compression Spring
89 | *DC4997900K | 1 | Gasket 85 DC4077160 1 [3/16" Retainer
70 +# DA4390118 1 | Filter 86 * DAB956037 1 | Gasket
7 4 B1005503 1 | O-ring 88 *DA5521145 1 | Retaining Pin
72 DC1522028 1 | Phillips Heads Screw 839 #DC5217049 1 | Retaining Ring
*  ltems included in Pump Repair Kit PATG1100K. 27 *'DCQ%M'?M? ! Cegfr{wéaskd
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Notes:

1. Yorque em £19 to 7278 {Hbe. [98-105 Nmi with freads lubricated.

2. Torque fem #41 to 17—18 in-the, {2 Nm].

3. Lubscaie all seals and mating surfaces wiS-ES.
Grease prior 10 assembiy untess otherwise neled.

4. Prorio ssaembiing llem #6 aeal, coin seat with &

& 219 pall w & fore of 95

Seenote 4

195 s, 1444 N},

[@008/008

Figure 7
Repair Parts List for Figure 7

ltem | Part Number Qty. Description ltem | Part Number Qty. Description

1 | DA5025349 1 Ret. Ring 11 DA4294028 4 | Thread Form Screw

2 DA4848108 1 Spring Washer 12 [+ B1006564 1 B/U Washer

3 |% DA4831020 1 | Cap 13 [+ B1001503 1 | O-Ring (.12 x .25 x .06)
4 DA4832040 1 | Release Plunger 14 | % B1003503 1 | O-Ring {19 x .31 x .06} BUNA
5 |+ DAB871110 1 | Spring 15 | x B1008564 1 | Back-up Washer

6 |+ CB581290 1 | Ball Seat 16 | %« B1118903 1 | O-Ring

7 |» P20037 1 Gasket 17 R515245-2 1 Plug

8 |x CL344167 1 | Gasket 18 | x CJ656110 1 | Spring

9 | B1006016 1_| 732" Dia. Ball 19 DA4872013 1 | Release Guide

10 DA4833190 1 | Manifold 20 | » DA7572013 1 | Ball Guide

*  ltems included in and available only as part of Repair Kit DA4836900K1.

Also included in complete Pump Repair Kit PATG1100K.
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