
Repair Parts Sheet

955019A Cylinders

L1996 Rev. A 10/00 For Date Codes Beginning with the Letter "D"
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Firmly tighten
screw to
assure contact
with plunger.

Torque to
15-18 ft-lbs.
[20,3 -24,3 Nm].

* Washer, item 11, to be oriented with radius or chamfered 
  edge toward bearing, item 12, and sharp edge toward
  u-cup, item 10. 

To secure stop ring, item 4,
apply Loctite 222, covering 
1/4 to 1/2 of the stop ring's 
circumference.
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To Protect Your Warranty, Use Only High-quality Hydraulic Oil.
Install all kit components to insure optimum performance of the repaired product.

NOTE: Item No. 1, Cylinder Base, not available as a service component. Order complete cylinder.



Tel: (310) 639-4000

1 CK571070 1 Handle

2 N/A 1 Cylinder Base 

3 L347040 1 Plunger

4 Y193044 1 Stop Ring

5 ★ 1 Wiper Ring

6 L345045 1 Saddle

7 L661028 2 Screw

8 B1161057 1 Pin

9 ★ 1 Retaining Ring

10 ★ 1 U-Cup

11 ★ 1 Washer

12 L341107 1 Bearing

13 CB349110 1 Spring

15 CB490039 1 Bushing

16 R210143-1 1 Adjusting Screw

17 ★ 1 Gasket

18 L342055 1 Nut

— 910038A 1 Coupler (not shown)

— DA4338900 1 Dust Cap (not shown)

Repair Parts List

Item Part Number Qty. Description Item Part Number Qty. Description

★ Included in and available only as part of Repair Kit 955019AK.

(order complete
cylinder)


