
VERSYMMETRIC® 2-POST 
VLE10

Challenger’s VLE10 brings flexibility to any 

service bay with 3-Stage Versymmetric® Front 

arms and 2-Stage Rear arms.

SPECIFICATIONS SERVICE BAY LAYOUT

challengerlifts.com | 800-648-5438

MODEL NUMBER VLE10

Lift Configuration Versymmetric®

Rise Height 743⁄4”

Overall Height
11’ 117⁄8” or 13’ 11” w/ ext 

LE2P10EH2

Overall Width 10’ 115⁄8”

Drive Thru Clearance 8’ 23⁄8”

Floor to Overhead 

Switch
Standard 11’ 5”

Front Arm Reach Min 225⁄16” Max 393⁄8”

Rear Arm Reach Min 383⁄8” Max 553⁄8”

Screw Pad Height Min 41⁄4” Max 63⁄4”

Required Ceiling 

Height
Standard 12’

ALI® Certified

            

SERVICE BAY SPECIFICATIONS

12’ minimumHEIGHT:

14’ recommendedWIDTH:

24’ recommendedDEPTH: 

208-230v, 1pH, 30aPOWER:

MODEL # VLE10

CONCRETE
4” thick, reinforced, free from cracks/seams, 
3500+ psi & cured 28+ days


