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THIS DOCUMENT CONTAINS CONFIDENTIAL AND

PROPRIETARY INFORMATION THAT CANNOT BE

REPRODUCED OR DIVULGED, IN WHOLE OR IN PART,

WITHOUT WRITTEN AUTHORIZATION FROM RGI

SPRAY BOOTHS

VECTOR TOWER 

PREP STATION

28'W X 27'L X 9'H

RGI S
PRAYBOOTH C

OPY
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14'-0"

INSIDE

24'-2"

FILTER TO FRONT

27'-10 1/4"

OUTSIDE

9'-0"

INSIDE

11'-6"

OUTSIDE

PREP STATION CONTRUCTION:

CONSTRUCTION:18 GA. ZINC GALVANIZED STEEL PANELS, PRE PUNCHED AND

COMPANION FLANGED FOR EASY ASSEMBLY, PRE-PUNCHED ON 6" CENTER FOR

ASSEMBLY WITH 1/4'' NUTS AND BOLTS

OUTSIDE DIMENSIONS:14'-0" W x 27'-10 1/4" L x 11'-6'' H

INSIDE DIMENSIONS: 14'-0'' W x 24'-0'' L x 9' H

CAR DOOR DIM: 9' W X 9' H

MECHANICAL: HEAVY DUTY TUBE AXIAL TYPE WITH NON SPARKING 

ALUMINUM BLADES, ENCLOSED BELTS AND BALL BEARINGS. AIR SOLENOID 

VALVE INTERLOCKED WITH FAN TO

PREVENT SPRAYING OPERATIONS WITHOUT FAN WORKING.

1-30" DIA. BELT DRIVE TUBE AXIAL FAN

1-3HP 3PH MOTOR VOLTAGE 208-230 /460

DELIVERS: 13,180 CFM @ .250" S.P.

LIGHTING: 96''X12" LIGHT FIXTURES W/ 4 LAMPS 120V.

(4) UPPER HORIZONTAL LIGHT FIXTURES

EXHAUST FILTERS  INTAKE FILTERS

(26) 20"X20"X2" FIBER GLASS FILTERS   (4) 37"X117"X2" DIFFUSION MEDIA

VECTOR TOWER 

PREP STATION

28'W X 27'L X 9'H
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PRAYBOOTH C
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